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OMV hyd HLP-MD 46 is a deterging and stable to shear hydraulic oil that can be used easily for 
several kinds of applications, especially for hydraulic systems under heavy pressure. 

Characteristics 
OMV hyd HLP-MD 46 has high cleaning and mud bearing abilities and a superb wear protection. It 
excels through a particularly low viscosity-temperature dependency and covers the ISO viscosity 
classes 32, 46 and 68. It is particularly stable to shear, no viscosity loss occurs not even under the 
highest possible pressure.  

In many cases it is required for machine and hydraulic oils to bind slight amounts of condensation 
water to prevent uncontrolled corrosion, any fomation of steam bubbles and cavitation. Slight 
amounts of water easily evaporate due to their fine distribution and are thus removed from the 
system. Furthermore, the strong cleaning abilities of OMV hyd HLP-MD 46 effectively prevent the 
accumulation of foreign particles. These foreign particles are evenly distributed within the oil and 
kept in a floating state, then transported into the filter system and thus removed. That way any 
disturbances such as sticky valves or controlling respectively elements and accumulations with 
hydraulic cylinders are prevented.  

Application 
For outdoor hydraulic facilities under heavy conditions which are exposed to a broad thermal range 
such as hydromechanical drive systems of construction machinery, forklifts or commercial vehicles 
as well as for scissors and presses, etc.    
OMV hyd HLP-MD 46 meets the requirements for Liebherr construction machinery and is also 
deployable as a circulation oil for sliding contact bearings and rolling contact bearings.  

Specifications 
DIN 51524-3; DIN 51502-HVLP-D; DIN 51517-CLP 

Technical Data (typical values) 
Property Unit OMV hyd HLP-MD 46 

Viscosity class ISO VG 46 
Density / 15°C kg/m³ 875 
Viscosity / 40°C mm²/s 45 
Viscosity / 100°C mm²/s 7,8 
Viscosity index ---   146 
Flashpoint  °C >185 
Pourpoint  °C <-27 

We can provide viscosity-temperature charts on request. 

Safety, health, environment 

A data sheet with safety and health information can be found on the Internet at www.omv.com.  

Used lubricants and empty containers must be disposed of in accordance with environmental 
regulations. 

 


